Tuner

Input Frequency 950MHz-2150MHz

RF Input Signal Level -65 — 25dBm

LNB Power 13/18V DC (+/-.5%). 0.5A max, overload protect
DiSEqC 1.0/1.2/1.3 Tone Burst AB

RF Modulator:

Output Level: CH3. CH4

TV Standard NTSC
Demaodulator:

Waveform QPSK

Svmbol Rate Tto45Ms/s

FEC 1/2, 2/3, 3/4,5/6, 7/8

SCPC and MCPC Capable

Svystem and Memory:

Main Processor Cx24142, Speed 160MHz
Flash Memorv B
SDRAM 3IMB

Audio Decoder:

Audio Channel Mono, Dual Channel, Stereo, Joint Stereo
Audio Mode mpeg-1/2 Aundio laver [&]II
Sampling Freq 32/44 1/48KHz

Video Decoder:

Profile Rate MPEG-2MP@EML

Input Rate Max. 15M bit's

Video System NTSC=-»PAL converter

Video Format -3, 16:9 (Letter Box) Pand&Scan
Video Resoltion T20x576 (PAL), T20X480 (NTSC)

Power Supply:

Input Voltage AC 100V-240V, 50/60MHz

Power Consumption 25W Max

Summary of Connectors:

Audio Qutput 2xRCA(LR)

Video Qutput 1Xreca, S-VIDEO
0/12V Output 1Xrca

Serial Port RS232 9-Pin D-Sub, Male
RF connector IEC Male to Female

Physical Specification:

Operating Temp Otod40C
Net Weight 1.8kss

Ditnensions 280%235%56mm



